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Cat A - Jet FIDIVI

tessuto / fabric / Stoff / tissu / tejido

92191006911010010001930230909305

93043019303093013036405194039404

94024027402894014018401795014007

Application

Contract and domestic use.

Tests

Abrasion
UNI EN ISO 12947-2 65000 - 10% rubs 

Pilling
UNI EN ISO 12945-2 5 (Standard picture)
Tolerance: from 4 to 5

Colour fastness 
to rubbing UNI EN ISO 105-X12 
(4/5 grey scale)
Tolerance: from 4 to 5
to light UNI EN ISO 105-B02 6 (Blue scale)
Tolerance: from 5 to 8

Description

Composition: 
100% Polyester - Trevira CS®

Width: 140 cm

Weight: 260 g/m2

Flame resistance
C1
B1
M1
CRIB 5
EN 1021/1-2
IMO Res. A 652 (16) Part 8
IMO Res. A 471 (XII) Part 7
NF D 60013 Class AM 18

Care

Dry clean or clean with foam 
detergents.

60

cat. A

Contract and domestic use. Abrasion
UNI EN ISO 12947-2 65000 - 10% rubs 

Pilling
UNI EN ISO 12945-2 5 (Standard picture)
Tolerance: from 4 to 5

Colour fastness 
to rubbing UNI EN ISO 105-X12 
(4/5 grey scale)
Tolerance: from 4 to 5
to light UNI EN ISO 105-B02 6 (Blue scale)
Tolerance: from 5 to 8

Composition: 
100% Polyester - Trevira CS

Width: 140 cm

Weight: 260 g/m2

Flame resistance
C1
B1
M1
CRIB 5
EN 1021/1-2
IMO Res. A 652 (16) Part 8
IMO Res. A 471 (XII) Part 7
NF D 60013 Class AM 18

Dry clean or clean with foam 
detergents.

60

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

cat. A



tessuto / fabric / Stoff / tissu / tejido

80179281929480099805980480789803

80019703703470149704702597027041

97016014609196089609600796109600

60566095960160139602960360989604

96069605960720102012910891092024

Cat A - Jet FIDIVI



Cat A - Jet FIDIVI

tessuto / fabric / Stoff / tissu / tejido

80339806



Cat A - Maya FIDIVI

Application

Contract and domestic use.

Tests

Abrasion
UNI EN ISO 12947-2 100000 - 10% rubs 

Pilling
UNI EN ISO 12945-2 5 (Standard picture)
Tolerance: from 4 to 5

Colour fastness 
to rubbing UNI EN ISO 105-X12 
(4/5 grey scale)
Tolerance: from 4 to 5
to light UNI EN ISO 105-B02 6 (Blue scale)
Tolerance: from 5 to 8

Description

Composition: 
100% Polyester - Trevira CS®

Width: 140 cm

Weight: 420 g/m2

Flame resistance
C1
B1
M1
CRIB 5
EN 1021/1-2
IMO Res. A 652 (16) Part 8
IMO Res. A 471 (XII) Part 7
BS 7176 Medium /aaard
NF D 60013 Class AM 18

Care

Dry clean or clean with foam 
detergents.

60

cat. A

Contract and domestic use. Abrasion
UNI EN ISO 12947-2 100000 - 10% rubs 

Pilling
UNI EN ISO 12945-2 5 (Standard picture)
Tolerance: from 4 to 5

Colour fastness 
to rubbing UNI EN ISO 105-X12 
(4/5 grey scale)
Tolerance: from 4 to 5
to light UNI EN ISO 105-B02 6 (Blue scale)
Tolerance: from 5 to 8

Composition: 
100% Polyester - Trevira CS

Width: 140 cm

Weight: 420 g/m2

Flame resistance
C1
B1
M1
CRIB 5
EN 1021/1-2
IMO Res. A 652 (16) Part 8
IMO Res. A 471 (XII) Part 7
BS 7176 Medium /aaard
NF D 60013 Class AM 18

Dry clean or clean with foam 
detergents.

60

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

cat. A

98038033922892229217200692121006  
 

tessuto / fabric / Stoff / tissu / tejido

40179405402794044030102993023019

9804 8009 9107 8001 9106 9211 3008 9309



tessuto / fabric / Stoff / tissu / tejido

Cat A - Maya FIDIVI

96046080960360756006960160916014

96029705700997029703970470209805

950295039501



tessuto / fabric / Stoff / tissu / tejido

6811568114620026800268005610046700262054

6100361002611896000360004601676099966008

67054 67053 67006 66007 66010 66144 67052 66009

Cat A - Medley GABRIEL

cat. A

Design

Mette 2rebs Petersen

Tests

Abrasion
App. 75.000 Martindale rubs 
EN ISO 12947-2

Pilling
Note 4�  EN ISO 12945-2

3ight fastness
Note 5-7� ISO 105-B02

Flame resistance
BS EN 1021 1
2
BS 5852 Part 1 0�1 Cigarette 
 match
California Bulletin CA3 117-E-Class 1
Class Uno UNI 9175 Class 1 I EMME
CA TB 117-2013
kNORM B 3825-B2-3800-81 U2

Care

Dry clean or clean with foam 
detergents.

Description

Composition: 
100% Polyester

Width: 140 cm

Weight: app. 510 g/lin.m

60

Application

Offices� hotels� 
institutions� domestic use.

cat. A

Mette 2rebs Petersen Abrasion
App. 75.000 Martindale rubs 
EN ISO 12947-2

Pilling
Note 4�  EN ISO 12945-2

3ight fastness
Note 5-7� ISO 105-B02

Flame resistance
BS EN 1021 1
2
BS 5852 Part 1 0�1 Cigarette 
 match
California Bulletin CA3 117-E-Class 1
Class Uno UNI 9175 Class 1 I EMME
CA TB 117-2013
kNORM B 3825-B2-3800-81 U2

Dry clean or clean with foam 
detergents.

Composition: 
100% Polyester

Width: 140 cm

Weight: app. 510 g/lin.m

60

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Offices� hotels� 
institutions� domestic use.



tessuto / fabric / Stoff / tissu / tejido

6201 6301 5103 5102 6801 6401 4301 7401

61014201440140014101550146014102

Cat B - Capture GABRIEL

73017201480354025401470248027501

cat. B

Tests

Abrasion
App. 200.000 Martindale rubs 
EN ISO 12947

Pilling
Note 4-5�  EN ISO 12945

3ight fastness
Note 5-7� ISO 105-B02

Flame resistance
EN 1021 1/2
BS 5852 Part 1
BS 5852� part 5 (with treatment)
DIN 4102 B2
UNI 9175/UNI 9176� 1 I-M
US Cal. Tech. Bull. 117.2013
 

Care

Dry clean or clean with foam 
detergents.

Description

Composition: 
85% new Aealand wool� 15% polyamide

Width: 140 cm

Weight: app. 475 g/lin.m

Application

Contract and domestic use. 

cat. B

Abrasion
App. 200.000 Martindale rubs 
EN ISO 12947

Pilling
Note 4-5�  EN ISO 12945

3ight fastness
Note 5-7� ISO 105-B02

Flame resistance
EN 1021 1/2
BS 5852 Part 1
BS 5852� part 5 (with treatment)
DIN 4102 B2
UNI 9175/UNI 9176� 1 I-M
US Cal. Tech. Bull. 117.2013
 

Dry clean or clean with foam 
detergents.

Composition: 
85% new Aealand wool� 15% polyamide

Width: 140 cm

Weight: app. 475 g/lin.m

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Contract and domestic use. 



tessuto / fabric / Stoff / tissu / tejido

650153015101

71016601500150026001660249024901

52017001450162026302670148016901

Cat B - Capture GABRIEL



tessuto / fabric / Stoff / tissu / tejido

47714211420341174761475246054201

47314723460346024751474141224601

Cat B - Crisp GABRIEL



tessuto / fabric / Stoff / tissu / tejido

Cat B - Nattè SUNBRELLA

10065 140
Carbon Beige

10155 140
Taupe Chalk

10235 140
Amber

10232 140
Ivy

10233 140
Pistachio

10064 140
Carbon Sky

10151 140
Linen Chalk

10040 140
Nature Grey

10029 140
Heather Grey

10150 140
Heather Chalk

10021 140
Canvas

10014 140
Nature

10020 140
White

cat. 

Tests

Water-Repellent
Spray test ISO 4920 class 5
Colour fastness
U= indoor ISO105B02 class 8
Weather outdoor ISO105B04 1000/
Class 4-5
Dry friction ISO105X12 Class 5

 

Care

Dry clean or clean with foam 
detergents.

Description

Composition: 
100% Sunbrella� Acrylic

Width: 140 cm

Weight: app. 385 g/lin.m

Application

Contract and domestic use. 

30

cat. 

Water-Repellent
Spray test ISO 4920 class 5
Colour fastness
U= indoor ISO105B02 class 8
Weather outdoor ISO105B04 1000/
Class 4-5
Dry friction ISO105X12 Class 5

 

Dry clean or clean with foam 
detergents.

Composition: 
100% Sunbrella� Acrylic

Width: 140 cm

Weight: app. 385 g/lin.m

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Contract and domestic use. 

30

10028 140
Heather Beige

10063 140
Charcoal Chinè

10234 140
Flamingo

10022 140
Grey Chinè

10231 140
Carmine

10059 140
Dark Taupe

10025 140
Frosty Chinè

10152 140
Graumel Chalk

10030 140
Sooty

10101 140
Tonka



tessuto / fabric / Stoff / tissu / tejido

200605

303

406

306

610602

304

604

302

601

307 404111 901 501

402

308

Cat B - Iris RADA

cat. B

Tests

Abrasion
App. 100.000 Martindale rubs 
EN ISO 12947

Pilling

dry 4-5� EN ISO 12945

wet 4� EN ISO 12945

3ight fastness 7� ISO 105-B02

Flame resistance
EN 1021-1/2
BS 5852� flame
BS 5852� cigarette test
IMO FTP-8 Res.A652
UNI 9175� class 1 I-M
US Cal. Tech. Bull. 117.2013
Flame retardants
According to .B/T 24279-1:2018

 

Care

Dry clean or clean with foam 
detergents.

Description

Composition: 
100% PET REC@C3ED

(made with recycled plastic bottles)

Width: 140 cm

Weight: app. 800 g/lin.m

Application

Contract and domestic use. 

30

cat. B

Abrasion
App. 100.000 Martindale rubs 
EN ISO 12947

Pilling

dry 4-5� EN ISO 12945

wet 4� EN ISO 12945

3ight fastness 7� ISO 105-B02

Flame resistance
EN 1021-1/2
BS 5852� flame
BS 5852� cigarette test
IMO FTP-8 Res.A652
UNI 9175� class 1 I-M
US Cal. Tech. Bull. 117.2013
Flame retardants
According to .B/T 24279-1:2018

 

Dry clean or clean with foam 
detergents.

Composition: 
100% PET REC@C3ED

(made with recycled plastic bottles)

Width: 140 cm

Weight: app. 800 g/lin.m

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Contract and domestic use. 

30

801711703 701705706



7EM7FC7P5

8H48P8 8P9

101

901

6VZ 6P76P1 6KH

5PE

5P4

5P3

5H34P2 4H8

3CS

2PB

2PA 2DJ

2C71C8

Cat A - Grimm Fr MP

eco pelle / eco-leather / Kunstleder / simil cuir / ecopiel

Description

Composition
31% CO - 68%  P=C- 1% PU
 
Weight g/m2 640

Width cm 140

Application

Contract and domestic use 

Tests

Abrasion 
resistance cicli / cycles EN ISO 5470-2 
150000
Colour fastness to light (Xenotest) 
UNI EN ISO 105-B02 7 colour change
Dry rubbing 
ISO 105 X-12 4/5
Wet rubbing 
ISO 105 X-12 4/5
Acid perspiration 
ISO 105 E-04 4/5
Alcaline perspiration 
ISO 105 E-04 4/5
Bending strenght cycles 
UNI 4818-13 150000
Tensile strenght 
ISO1421� Met.1 550 N warp� 300N weft
Tear strenght 
ISO 4674-1 40 N warp� 45N weft

Flame resistance
EN 1021-1  EN 1021-2
NF D 60-013
UNI 9175 C3. 1IM
BS 5852 crib 5

Care

Clean with a damp cloth 
and mild soap.

Composition
31% CO - 68%  P=C- 1% PU
 
Weight g/m2 640

Width cm 140

Contract and domestic use 

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Abrasion 
resistance cicli / cycles EN ISO 5470-2 
150000
Colour fastness to light (Xenotest) 
UNI EN ISO 105-B02 7 colour change
Dry rubbing 
ISO 105 X-12 4/5
Wet rubbing 
ISO 105 X-12 4/5
Acid perspiration 
ISO 105 E-04 4/5
Alcaline perspiration 
ISO 105 E-04 4/5
Bending strenght cycles 
UNI 4818-13 150000
Tensile strenght 
ISO1421� Met.1 550 N warp� 300N weft
Tear strenght 
ISO 4674-1 40 N warp� 45N weft

Flame resistance
EN 1021-1  EN 1021-2
NF D 60-013
UNI 9175 C3. 1IM
BS 5852 crib 5

Clean with a damp cloth 
and mild soap.



4041
Meteor

6002
Bronze

0001
Pralinè

1050
Beige

0034
Taupe

1049
Leinen

1048
Sisal

0020
Mocca

eco pelle / eco-leather / Kunstleder / simil cuir / ecopiel

Cat B - Valencia C5 SPRADLING

cat. B

Tests

Abrasion
App. 300.000 Martindale rubs 
EN ISO 12947 part 2

U= Xenotest DIN54004 blue wool scale

Antibacterial Protection

Flame resistance
EN 1021-part 1/2
BS 5852� part 2
BS 5852 crib 5
FM=SS 302
FAR 25/853

 

Care

Dry clean or clean with foam 
detergents.

Description

Composition: 
front P=C

bacR polyester cotton

Width: 137 cm

Weight: app. 890 g/lin.m

Application

Contract and domestic use. 

cat. B

Abrasion
App. 300.000 Martindale rubs 
EN ISO 12947 part 2

U= Xenotest DIN54004 blue wool scale

Antibacterial Protection

Flame resistance
EN 1021-part 1/2
BS 5852� part 2
BS 5852 crib 5
FM=SS 302
FAR 25/853

 

Dry clean or clean with foam 
detergents.

Composition: 
front P=C

bacR polyester cotton

Width: 137 cm

Weight: app. 890 g/lin.m

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Contract and domestic use. 

2113
Lotus

2111
Squash

2118
Ultra Violet

2112
Tomato

9607
Pure White

2114
Rosé

2021
Pink

2002
Berry

2062
Port

2074
Kirsche

2075
Rot

6019
Orange

6013
Melone

6012
Safran

2020
Sonne

8032
Weiss



eco pelle / eco-leather / Kunstleder / simil cuir / ecopiel

4044
Warm Grey

4040
Auster

2117
Cashmere

5065
Petrol

4045
Perle

2116
Camel

2107
Skylight

4003
Graphite

2115
Chestnut

2106
Coral

2108
Night

9035
Schwarz

2119
Teal

4043
Platin

4042
Titan

5056
Jade

5057
Türkis

3069
Baltic

3001
Lavendel

3067
Delft

3068
Marine

7001
Amethyst

Cat B - Valencia C5 SPRADLING

0033
Buche

0035
Terracotta

2109
Citrus

2110
Avocado

4002
Laurel

4052
Lichtgrau

5069
Grün

5001
Olive

5041
Apfel

4020
Silver

8020
Pearlessence

1020
Ivory

6020
Gold



cuoio / leather / Leder / cuir / cuero

C2
Rosso

C1
Nero

C9
Marrone scuro

C4
Bianco

C7
Fango scuro

C10
Grigio

C3
Fango chiaro

Application

Contract and domestic use.

Tests

Dry rub fastness 
UNI EN ISO 11640 
1000 cycles 5 .rey Scale

Wet rub fastness 
UNI EN ISO 11640 
250 cycles 5 .rey Scale

3ight fastness 
UNI EN ISO 105-B01 
72h 4-5 .rey Scale

Adhesion of finishing 
UNI EN ISO 11644 %15 N/10mm

Fle_ resistance 
UNI EN ISO 5402        
20000 cylces no demages

Taber abrasion 
500 cycles CS10 
load 500 gr. 4-5 grey scale

Description

ThicRness 2.4 - 2.5  mm

Cow hides

=egetable tannage

Finishing Pigmented

Care

Dust with a soft and dry cloth for
the normal cleaning. Stains can be 
treated with a wet cloth or cotton 
wool and with products for the 
cleaning initially more delicate liRe 
neutral soap or cleansing milR.
Dry immediately after treatment. 
Never use abrasive or aggressive 
products liRe solvents� stain 
removers. Never steam it. Don�t 
use shoe cleaning products. 
When a new product is used for 
cleaning� apply it in a 	hidden	 
area to test its effectiveness and 
to avoid damages where more 
visible. Avoid placing leather near 
direct sun. 2eep the leather away 
from heat sources. Dust regularly 
with a soft and dry cloth.

Samples are purely indicative because of 
natural inconsistencies that occur in the 
raw materials. As a result there may be 
small differences in the product delivered.

Contract and domestic use. Dry rub fastness 
UNI EN ISO 11640 
1000 cycles 5 .rey Scale

Wet rub fastness 
UNI EN ISO 11640 
250 cycles 5 .rey Scale

3ight fastness 
UNI EN ISO 105-B01 
72h 4-5 .rey Scale

Adhesion of finishing 
UNI EN ISO 11644 %15 N/10mm

Fle_ resistance 
UNI EN ISO 5402  
20000 cylces no demages

Taber abrasion 
500 cycles CS10 
load 500 gr. 4-5 grey scale

ThicRness 2.4 - 2.5  mm

Cow hides

=egetable tannage

Finishing Pigmented

Dust with a soft and dry cloth for 
the normal cleaning. Stains can be 
treated with a wet cloth or cotton 
wool and with products for the 
cleaning initially more delicate liRe 
neutral soap or cleansing milR.
Dry immediately after treatment.
Never use abrasive or aggressive
products liRe solvents� stain
removers. Never steam it. Don�t
use shoe cleaning products.
When a new product is used for 
cleaning� apply it in a 	hidden	
area to test its effectiveness and
to avoid damages where more
visible. Avoid placing leather near
direct sun. 2eep the leather away
from heat sources. Dust regularly
with a soft and dry cloth.



laminati / laminate / Laminat / lamifié / laminado

FW 
laminato fenix 0,9 
bianco
white laminate
Laminat weiß
lamifié blanc
laminado blanco

FN 
laminato fenix 0,9 
nero
black laminate 
Laminat schwarz 
lamifié noir
laminado negro

406
laminato abet 0,9 
bianco
white laminate
Laminat weiß
lamifié blanc
laminado blanco

laccati / lacquered / lackiert / laqué / lacado

LW
white

LN
black

L6
mattone 

L8 
oliva

L4 
perla

L5 
celeste

L7 
caffè

L9
tortora

legno / wood / Holz / bois / madera

NC
noce Canaletto
Canaletto walnut
Nußbaum Canaletto
noyer Canaletto
nogal natural

G
faggio sbiancato
blanched beech
Buche gebleicht 
hêtre blanchi
haya blanqueada

VS   
rovere sbiancato
blanched oak
Eiche gebleicht
chêne blanchi 
roble blancheado

FR
frassino naturale
natural ash 
Esche natur 
frêne naturel 
fresno natural

GL
faggio noce scuro
beech dark walnut
Buche dunkel 
nußbaum
hêtre teinté wengé
haya nogal oscuro

VL
rovere noce
oack dark walnut
Eiche dunkel 
nußbaum
chêne teinté wengé
roble nogal

NO
nero poro aperto
black open pore
Eiche schwarz gebeizt
noir pore ouvert
negro poro abierto



HPL 10 mm

HFG 
Fenix® grigio 
londra

H406
Bianco
White
Weiß
Blanc
Blanco

HFR
Fenix® rosso jaipur

HFW
Fenix® bianco
Fenix® white
Fenix® weiß 
Fenix® blanc
Fenix®  blanco

HFN
Fenix® nero
Fenix® black
Fenix® schwarz
Fenix® noir
Fenix® negro

metalli / metal / Metall / metal / metal

acciaio inox 
micropallinato

stainless steel 
sandblasted

Edelstahl  
sandgestrahlt 

acier inox microbillé 

acero inoxidable 
arenado

acciaio inox tela 
di lino

stainless steel 
linen-pattern

Edelstahl 
leinenstruktur 

acier inox toile de lin

acero inoxidable 
tela de lin

cromo satinato
mat chromed 
matt verchromt
chromé mat 
cromado mate

alluminio 
micropallinato

aluminium 
sandblasted

Aluminium 
sandgestrahlt 

aluminium 
microbillé 

aluminio arenado

lamiera forata
perforated metal
perforiertes Metall 
métal perforé 
metal perforado

altre finiture / other finishes / weitere Ausführungen / autres finitions / otros acabados

cemento 
concrete
Zement
béton
cemento

bianco Carrara
white Carrara
Carrara-Marmor
blanc Carrara 
blanco Carrara

nero Marquina 
black Marquina 
Marquina-Marmor
noir Marquina
negro Marquina



verniciature a polvere / powder coating / pulverlackiert / laqué en poudre / lacadura en polvo

05
black
RAL 9005 

03
white
RAL 9016

22
mattone
NCS 3560-Y70R

24

oliva

NCS 7020-G50Y

20 
perla
NCS 1502Y

21
celeste

NCS 2010-B10G

23

caffè

NCS 8010-Y50R

25

tortora

402C

02
senape
RAL 1023

12
rubino
NCS S 2570R

14
blu notte
NCS S 7020-R60B

16
verde petrolio
NCS S 5540B

18
grigio medio
NCS S 6500-N

poliuretano integrale morbido / polyurethane / 

Polyurethan / polyuréthane / poliuretano

PU
poliuretano grigio 
polyurethane grey
Polyurethan grau
polyuréthane gris
poliuretano gris

PN
poliuretano nero

polyurethane black

Polyurethan 
schwarz

polyuréthane noir

poliuretano negro

26

peltro



plastiche / plastics / Kunststoff / plastiques / plástica

3 
recycled grey 
polypropylene

6
polypropylene  
mattone
PP rosso 
S3560Y70R

8
polypropylene      
oliva
PP verde
S7020G50Y

1
polypropylene 
black

4 
polypropylene     
perla
PP grigio chiaro 
S1502Y

2
polypropylene 
white

5
polypropylene  
celeste
PP azzurro
S2010B10G

7
polypropylene    
caffè
PP bruno 
S8010Y50R

9 
polypropylene  
tortora
PP beige 
PAN402C

Baydur®

N
Baydur® nero
Baydur® black
Baydur® schwarz
Baydur® noir
Baydur® negro

W
Baydur® bianco
Baydur® white
Baydur® weiß
Baydur® blanc
Baydur® blanco

Application

Indoor and outdoor use.

Description

Recycled polypropylene is obtained 
thanks to a recycling process 
using up to 75% - 95% of recycled 
material.

Care

Dust with a soft and dry cloth for the 
normal cleaning. Never use abrasive 
or aggressive products like solvents, 
acid or basic solutions or ammonia. 
Any liquid spilt on the product 
must be wiped up immediately. 
Any changes in the surface and in 
colours may occur under particular 
conditions of weather exposure 
and cannot be considered a quality 
issue.

Samples are purely indicative because 

recycled polypropylene color can vary 

widely from grey to a lighter color.


